4767

ZUSAMMENSETZUNG
66 % Polyester
34 % Polyamid

BREITE
144 cm

GEWICHT
ca. 350 g/Ifdm

SCHEUERVERHALTEN
Martindale (Belastung 12 Kpa)
DIN EN ISO 12947-2: 2007
200.000 Touren

BRANDVERHALTEN

D - DIN EN 1021: 2014 Teil 1 (Zigarettentest)
in Kombination mit Schaumstoff B 3 normal
brennbar mind. 22 kg/m® Raumgewicht
Klassifizierung des Brandverhaltens des
Polsterverbundes nach DIN 66084 P-c

LICHTECHTHEIT
DIN EN ISO 105-B02: 2014
5

REIBECHTHEIT
DIN EN ISO 105-X12: 2016
4 - 5 trocken und nass

SCHWEISSECHTHEIT
DIN EN ISO 105-E04: 2013
4 - 5 sauer und alkalisch

TROCKENREINIGUNGSECHTHEIT
DIN EN 1SO 105-DOT: 2010
4-5

REINIGUNGSANLEITUNG
Festverspannte Beziige: Absaugen,
Trockenschaumreinigung

Far weitere Auskinfte stehen wir Thnen
gerne zur Verfiigung

COMPOSITION
66 % Polyester
34% Polyamid

WIDTH
144 cm

WEIGHT
approx. 350 g/lm

ABRASION RESISTANCE
Martindale (load 12 Kpa)
DIN EN ISO 12947-2: 2007
200.000 cycles

FLAMMABILITY

D - DIN EN 1021: 2014 part 1 (cigarette test)
when tested with non flame retardant
foam B 3 density 22 kg/m? minimum
ignitability classification of the upholstery
composite according to DIN 66084 P-c

FASTNESS TO LIGHT
DIN EN ISO 105-B02: 2014
5

FASTNESS TO RUBBING
DIN EN ISO 105-X12: 2016
4 - 5dry and wet

FASTNESS TO PERSPIRATION
DIN EN ISO 105-E04: 2013
4 - 5 acid and alkaline

FASTNESS TO DRY CLEANING
DIN EN 1SO 105-DO01: 2010
4-5

CLEANING
Fixed covers: vacuum cleaning,
cleaning with dry foam

Please feel free to contact us for any
further information
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Krall+Roth Services GmbH & Co. KG

Krefelder Str. 745 - D-41066 Monchengladbach
Tel. +49 (0) 2161 4902-0 - Fax +49 (0)2161 4902-37
info@krallroth.com

www.krallroth.com
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